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World leader in vehicle 
de-pollution technology 

SEDA 
LPG Recovery  

System ECO 
L-34000 

!!Mobile LPG 
Transfer Station 

!! Integrated 65 liter Tank 

!!Works with air pressure 

!!Up to120 kg/h Capacity 

!!Easy handling 

!!Safe suction of  
liquid gas 

!!Residual gas 
combustion with the 
added burner 

!!Refueling with 
additional tank guns 
possible* 

* Country specific law audit 

Your benefits: 
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Burner: 
L-34002 
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      BESTELLINFORMATION  
 
SEDA LPG Recovery System 
ECO L-34000 
Mobile Transfer Station 
 
SEDA LPG Recovery System 
CLASS L-34001 
Burner, Scale, Neutralization 
 

SEDA 
LPG Recovery ECO 

L-34000 

       TECHNISCHE DATEN 
 
Air pressure:  6 bar 
Power supply:  9V DC 
Max. suction power:  up to120 kg/h 
Tank capacity:  65 Liter 
Cycle time:  up to120 kg/h 
Weight:  60 kg 
Dimensions:  63 x 45 x 94 cm 
 

LPG Transfer 
System 

Einfache Gerätesteuerung 
Sight glass 

Wheel brakes for 
Safety reasons 

compact size 

Manometer to 
check pressure 

App. 6 minutes 
of cycle time 

per 11 kg LPG 

pressurepressure

Big 65 liter 
built-in tank 
Big 65 
built

Compressed air connention Compressed air connention Visual transfer 
control 
Visual 
control

check check pressurepressure

Proven gas hoses 

Safe quick-release 
Coupling for 

  integrated/external tank 

Safe quick-release 
Coupling for 

  integrated/external tank

Safe quick-release Safe quick-release 
Coupling for 

ACME: L-340012 DISH: L-340013 

Adapter bar 

That had not happened  
with the SEDA LPG  
Recovery System ECO.... 

ECO with scale for 
quantities review 


