
SEDA-Umwelttechnik GmbH  

Schwendter Str. 10 / A-6345 Kössen/Tirol/Austria 

UID-Nr.: ATU56621622 / FB-Nr.: FN 231790 v / FB-Gericht: Innsbruck 

Certified Company DIN EN ISO 9001 

World leader in vehicle 

de-polution technology 

P:  +43 5375 6318-0 

F:  +43 5375 6318-9 

E:  info@seda.at 

Web:   www.seda.at 

Bilder 

SEDA 
Proofing-Plugs 
Testing Equipment 

Plugs for 

leak testing 

 

Conical: 

Plug I a 

Orderno.: S-10010 

Dim.: 15-21 mm 

Plug I b 

Orderno.: S-10020 

Dim.: 20-38 mm 

Plug II 

Orderno.: S-10030 

Dim.: 26-41 mm 

Plug II a/1 

3 parts, graded 

Orderno.: S-10050 

Dim.: 27-44 mm 

Plug II a 

Universal , graded 

Orderno.: S-10055 

Dim.: 27-44 mm 

Plug II b 

Orderno.: S-10070 

Dim.: 30-35 mm 

Plug III 

Orderno.: S-10080 

Dim.: 32-50 mm 

Plug IV 

Orderno.: S-10090 

Dim.: 40-65 mm 

Plug V 

Orderno.: S-10100 

Dim.: 60-90 mm 

Cylindrical: 

Plug 1 

Orderno.: S-10140 

Dim.: 19-23 mm 

Plug 2 

Orderno.: S-10150 

Dim.: 23-26 mm 

Plug 3 

Orderno.: S-10160 

Dim.: 26-30 mm 

Plug 4 

Orderno.: S-10170 

Dim.: 30-35 mm 

Plug 5 

Orderno.: S-10180 

Dim.: 35-38 mm 

„Our customers are not 
only recycling companies 
and major enterprises but 

also well-known 
companies in the 

automotive industry like 
Porsche, VW, MAN and 

Daimler.“  

Josef Dagn (SEDA Inventor 

and company owner) 

Fix the plug 

Pressure control valve 

Connection with adapter 


