
World leader in vehicle 
de-pollution technology

SEDA 
MDS2 Plattform

DrainLift
A-51091

Mobile Depollution System

         Your benefits:

•  Depollution and  
dismantling

• Mobile complete solution

• �Sturdy�and�efficient

•  Hydraulic lifting and 
pneumatic depollution 
system (Ex-proofed)

•  Modular

+

With quality control, HD Tank 
DrillingMachine on swing arm 
and double oil funnel on swing 
arm.

Door dismantling

Easy engine access

Wheel dismantling

The SEDA MDS2 Plattform DrainLift is the ideal combination of a sing-
le hydraulic lift with the tried and tested SEDA drainage system, situ-
ated on a mobile platform.

Also making light work of vehicle dismantling.

The SEDA DrainLift can also be used without a mobile platform or in 
a container.
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TECHNICAL DETAILS 

Lifting height:  up to 1800 mm
Overall height: 2410 mm
Lifting time:  appr. 30 s
Loading cap.:  4.000 kg
Engine power:  3 kW
Power supply:  3Ph/400 V/50 Hz
Space:  6.0 x 4.5 x 3.8 metre
Compr. air:  8 bar – 1.210 l/min.
Fluids:  Petrol/Diesel
 Waste oil
 Coolant 
� Washer�fluid
� Brake�fluid

ORDER INFORMATION 

A-51091 SEDA MDS2 
Platform DrainLift
OPTIONAL ACCESSORIES:
N-527621-ZP Additional 
platform
(5008 x 561 x 173 mm)
N-51128 Lifting device
N-528195 TPF5 tank plat-
form with storage tanks 
for petrol, diesel, waste oil, 
washer�fluid�and�coolant

Operational control unit

Pump housing with quality 
control for petrol and diesel

Easy access to vehicles  
underside due to H-design

Optional vehicle lifting device
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Integrated catchment areas

Strong one-column lift with 
3.5 tonne load capacity

Strong and low-maintenance double 
diaphragm pumps

Preinstalled tank lines 
and connections

Dual funnels
decrease
amount of
spillage of
gear and
engine oil

Explosion proofed
ATEX�certified
Tank Drilling Machine 
on a swingarm


